AAmeriLux

Profile Free Facades
Lexan* Thermoclick* Wall Panel

Mainly used in fagade applications, Lexan* Thermoclick* sheet systems are
made up of 40 mm, UV protected, multiwall sheet panels with a profiled
tongue and groove connection. This irtennecting system eliminates the need
vertical profiles, thereby potentially saving costs and enhancing aesthetics. T
Structure of the sheet provides exceptional stiffness and thermal insulation.

Lexan* Thermoclick* [LTC404X4000] sheet offers:
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Unique four wall with XStructure

UV protected surface for loAgrm weather resistance
Good light transmission/light diffusion characteristics
Extremely high stiffness

Excellent thermal insulation

High impact strength

Easy and fast installation

Wide range of colors and aesthetic effects

Available in Solar Control IR version for optimal solar heat re
duction

Wide range of aluminum glazing profiles available through o
authorized distributors and installers




Property Profile LTC404X4000 Test Method

Panel Wi dt h -0. 010
Standard Lengti6+0. 750+> 2020

Panel Thickness

Weight 0.82 Ib/sqf + 5%

Hail Impact diam. 20 mm_V>21 m/sec  TNO
Temperature resistance -40 up to +220°F UL 746 B

Ui Value 0.24 BTU/fE hrs F DIN 52 618
Fire Rating Class A/ CC1 AST84 H>-635
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Lexan* Thermoclick* Sheet colors

Color Color # LT acc. Direct ST Total ST Solar Heat Shading
EN410° acc. EN410°° acc. EN410** Gain Coeff.” Coeff.#*

LTC404X4000

s Clear 112 59% 56% 64% 0.64 0.73

e Opal White WH7A092X 50% 48% 57% 0.57 0.66

e Blue BL6CO24T 20% 38% 51% 0.51 0.58

* Green GN7C018T 46% 44% 55% 0.55 0.63

* Purple VT5C010T 15% 41% 54% 0.54 0.62

* Red RD7C0O0O5T 27% 44% 56% 0.56 0.64

e Orange OR6C012T 34% 42% 59% 0.59 0.68

e Yellow YWeC007T 59% 52% 61% 0.61 0.70

LTCIR404X40

+ SC IR Green GNB8BO38T 38% 23% 40% 0.40 0.46

+ SC IR Blue BL8BO89T 23% 19% 37% 0.37 0.42

* SC IR Grey GY5B422T 14% 13% 32% 0.32 0.37

Contact us

www.daylightspec.com

tech.service@ameriluxinternational.com
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